


TEST FACILITIES AT CQAL BANGALORE

CAPABILITY TEST FACILITIES 6
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Dynamic Tests

Component Tests
Calibration :
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33 MATERIAL TEST FACILITY é

Flammability test

Resistance to solvent

Persulphate Test

Resistance to Fluids |

Additional Facility Not Required



CHAMBER/EQUIPMENT AT CQAL: CLIMATIC LAB ™
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LOW FREQUENCY VIBRATOR

Function: To Carry out LF vibration on
Secondary Battery. To check for any
spillage of acid.
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==§  MOULD GROWTH CHAMBER [fo)

Function: To Carry out Mould Growth Test
To ascertain prevention of fungus/mould
growth on the eqpt
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CLIMATIC CHAMBER 500 LTRS
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Temp.Range  -70°C + 180°C

RH Up to 98%

Accuracy +05C

Ramp Rate Max 3 C per minute

Refrigerant Eco-Friendly (CFC Free
R404, R23)
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Temp. Range  -40°C +180°C
RH upto 95%




CONTACT US

HQ DQAL

Addl DGQA
Director (TC) - Nodal Officer

electronics-dgga@anic.in

CONTROLLERATES

CONTROLLER
CQAL, BANGALORE

cqalbang-dgqa@nic.in

CONTROLLER

CQA (EW),
SECUNDERABAD
cgaew-dgga@nic.in

CONTROLLER
CQA (AVL), AVADI
cqaavl-dgga@nic.in

:011 23011138
:011 23014135

:080 23330974
:080 23338231
:080 23331112

:040 27742812

:044 26841350
:044 26843007



