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Major Test Facilities
(NABL Accredited)

Computerised UTM-600KN

Impact tester (RT to -60°C)

Vickers cum Brinell Hardness tester

Brinell Hardness Tester

Rockwell cum Rockwell Superficial

Hardness Tester

Spring Rating Tester

Metallurgical Microscope (with Image

Analizer)

Micro Hardness Tester

Stereo Set Zoom Microscope (with

Image Acquisition System)

Micro Hardness Tester

Computerised Tensometer

Strohlen C&S Appratus

Digital Electro Chemical Analyser

Profile Projector

Digimatic-Height gauge

Digimatic three pin micrometer

Surface Roughness Tester

Rubber Test Facilities

« Hardness, Density, Ash Content

« Type of rubber

« Low Temp Brittleness

« Compression & Tension test

Chemical (Wet) Analysis

» Ferrous alloys (steels, cast iron,
stainless steels, etc)

« Non-Ferrous alloys (Cu & Al alloys)

Mechanical Testing

Metallographic Testing



UTM-600KN  IMPACT M/C (0-300J)

Low Temg Test Chamber Abrasive Cutting
Machine

(Upto -60°C

Metallurgical Microscope Surface Roughness Tester



Contact

AddIDGQA(CV) - 044 2684 1322

Fax No. 044 2684 0623

Controller, CQA(HV) - 044 2684 0399
Fax No. 044 2684 1200

Controller, CQA(ICV) - 040 2329 2984
Fax No. 040 2329 2985

SQAO, SQAE(V)- 08153 264 054

Fax No. 08153 263 251

For Further Details, visit www.dgqadefence.gov.in



